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CLOSE RIPPED TRENCH
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2:1

PIPELINE
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2:1 "D
"

18
"(

45
7 

m
m

) M
A

X
.

RIPPED-TYPE INSTALLATION
"V" DITCH-TYPE INSTALLATION

MOUNDED-TYPE A INSTALLATION MOUNDED-TYPE B INSTALLATION

MOUND & FINISH BACKFILL
MATERIAL AS SHOWN

NATURAL GROUND LINE

PIPELINE
ROCK STRATA
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MOUND & FINISH BACKFILL
MATERIAL AS SHOWN

NATURAL GROUND LINE 3:1
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PIPELINE
ROCK STRATA

NATURAL GROUND LINE

PIPELINE BACKFILL MATERIAL

MOUND EXCESS BACKFILL MATERIAL

PIPELINE

6" MIN.

24" MAX.
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MOUND EXCESS BACKFILL 
NATURAL GROUND LINE

PIPELINE BACKFILL MATERIAL

PIPELINE

"D
"

6" MIN.

24" MAX.

4"
4"

PIPELINE BEDDING MATERIAL

TRENCH-TYPE I INSTALLATION
TRENCH-TYPE II INSTALLATION

NOTES:

1. TYPE OF TRENCH SHALL BE AS REQUIRED IN SPECIFICATIONS.

2. "D" IS EQUAL TO SPECIFIED DEPTH AS SHOWN ON THE PIPELINE 
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3. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS 

MATERIAL

PLAN AND PROFILE SHEETS.

FOLLOWING THE ENGLISH UNITS.
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